
DIAMETER = Feet HEIGHT = Feet VOLUME = Gallons 

OPEN ~" REDUCER TEE 
OR DRILL ~.. HOLE AT 

/ TOP OF PIPE 

___ BOLTS W/__ GAGE STEEL 

BOTTOM _ FEET REQUIRES 
___ BOLTS W/__ GAGE STEEL 

__ OVERFLOW 
SAND OR FINE SOIL TO A STABLE 
BETWEEN LINER & BASE OUTLET 

FOUNDATION 

PIPE OUTLET 
OUTLET 

-----.,.-- VALVE ____ PIPE 
W/VALVE BOX 

TANK CROSS SEC~ON 
NOT TO SCALE 

NOTES: 

1. ALL CONSTRUCTION SHALL MEET NRCS "WATERING FACILITY" SPECIFICATIONS CODE 614. 

2. FOUNDATION PAD SHALL BE 4" MIN. THICKNESS, MAX. 1" DIA. CRUSHED ROCK OR CINDERS. 

3. 9" MIN. FILLET OF SAND OR FINE SOIL, SHALL BE PLACED AROUND INSIDE WALLS, WITH 

THE SAME MATERIAL PLACED BETWEEN THE LINER AND FOUNDATION PAD AS A CUSHION. 

4. FOR REQUIRED BOLTING PATTERN SEE FIGURE'S ________________ 

5. TANK LINER MATERIAL ______ TANK COVER MATERIAL __________ 

6. PVC PIPE (SEE NOTE BELOW). 

COMMENTS: 

All PVC pipe installed above ground shall be protected from ultraviolet oxidation by 

painting with a heavy pigmented. exterior water-based latex paint. 
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