
Typ ical foundation 

treatment is a layer of 

compacted base course 

(crushed rock 1 00% less 

than 3"), gravel or other 

approved aggregate, 

placed in 6" loose lifts 

and compated w ith at 

least 3 passes of a 

vibratory plate 

compactor. See note 

below 


Orig inal ground 

Foundation Treatment shown is 
typ ical. Mandatory foundation 
inspection and approva l by 
NRCS techn ical representative is 
requ ired before placement of 
base course. The final thickness 
of material under the tank w ill be 
reflected in the "As Built" 
drawings. 
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2"x2"x3" concrete 
cha irs placed at 

16" on center ---=<:: 
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Excavation & Foundation 

8" 1-0 11 each #5 bars spaced 8 " apart 
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Floor Pad Steel Placement 
no scale 

ground 

Ensure fina l finished 
surface slopes away from 
the tank, i.e. avo id having 
surface water pond near or 
enter the tank . 
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S" H @ 40 each #4 bars 
spaced 8" apart 
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Vertical Steel Placement 
no scale 

' E 1: 

2 " x 2" x 3" concret e "cha irs" to support steel 
dunng pounng of concrete. Place chairs on 
16" centers. Othe spacers manufactured 
for th is purpose may be used in lieu of 
concrete w ith the approval of the NRCS 
Technica l Representative 

# 4 bar at 8" spacing 
G) with horizonta l bend in the vertical rebar 

overlapp ing 9 " a longside the horizonta l rebar 
for the pad 

Pad and Ve rtica l Steel Placement 
no scale 

(1) #5 bars spaced at 8 " 
~th ways 
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